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2.363 +/- .20
B [60.00 +/- 5]
N | PART A(FT) | 'A' (mm)
e AT806-XX 6.0 152.4
200 . o
[5.08] [26.87] | AT812-XX 12.0 304.8
066 ———
| | (1,681 s AT825-XX 25.0 635.0
-—E::EE ED H  [7.62) XX = COLOR
f | 00 WHITE 15  WHITE
.100 172 09 EIIVORY 44  ASH
[2.54] | 4.37] | 13 BEIGE 45 COCOA BROWN
14  GREY
300 234
[7.62] L | J] ITEM MAT'L FINISH QTY
BLACK f CABLE PVC 2.6X5.0 1
RED ' PLUG CLEAR 2
O o - HARD GOLD
y YELLOW | [8.18] CONTACT | PHOS BRASS | 'y5 Ny 8
10 +/- 007
[2.5 +/- 2]
CONDUCTOR |NO. | INSULATION JACKET
COMPOSITION
20 +/- .007 Qoreg THICK[ DIA | THICK]  DIA
[5.0 +/- .2] NO./mm mm mm mm mm
CABLE WIRES 32AWG 4 | .25 |100 | 82 | 25X5.0

NOTES:
1. CONDUCTOR: 32AWG TINSEL

2. INSULATION: POLYPROPYLENE, .17 THK , OD. .095mm
3. JACKET MATERIAL: PVC Allen Tel Products, Inc.

30 TV5 DRIVE ©HENDERSON, NV 089014
THICKNESS: .51mm AVG T T TOenE, I

NOMINAL OD: 2.5 X 5.0 mm
ERIED e T STANDARD HANDSET CORD

5. DIMENSIONS ARE IN INCHES [mm] @@ (AT806-XX / AT812-XX | AT825-XX)




